P.FB Prifzentrum fiir Bauelemente
Dipl.-Ing. (FH) Riidiger Miiller

Fenster + windows

Rollladen * shutters

Tiiren + Tore * doors

Fassaden * curtain walling
Baubeschléage * building hardware

CERTIFICATION OF TEST N° 104/04-A 130-21
Beginning test of type (ITT) of performance skills on windows according DIN EN 14351-1: 2006-07
“Fenster und Ttren — Produktnorm,..- Teil 1:...- Deutsche Fassung EN 14351 — 1: 2006”
[UNI EN 14351-1: 2007-06 “ Windows and doors — products law, skills and performance —
Part 1: External Windows and doors without resistant skills of fire expositions or smoke —
Italian version of European rule EN 14351-1: 2006-03"].
Submitter Mixlegno Group Srl
Via A.Diaz,6
IT-31048 San Biagio di Callalta
Types windows and doors one sash, two or three, with or without operable transom or with or
without lateral fix, made in massive wood or laminated with wood thickness 68 mm with
isolating space bar glass. ;
Product denomination SQUARE We&8
Hardware Maco Multi Trend
Gasket side and above nodes: two in frame; centrals: two in the receiving sash;
below node on window: one in the frame and one on the drip; below node
on transom: one in the frame; below on door: two in the saddle.

Results according test report 10/04-A130-B1 of 14/10/2010
Air permeability window and door Class 4
Water resistance window with aluminium drip even covered by wood Class E750

door with aluminium saddle Class 6A
Resistance to lateral side transom  1sash 2sashes 3sashes transom element
Wind pushing 0,6*2,3 2,0%0,8 1,0%2,3 1,8%2,3 2,0%2,3 Class B2/C2
Maximum size 0,6%1,9 2,0%0,7 1,0%1,9 1,721 1,9%2,1 Class B3/C3
(W*H in m) 0,6%1,5 2,006 1,0%1,5 1,6%1,5 2,0",5 Class B4/C4
Impact resistance with isolating spacebar glass "33.1" Class 3
Acoustic Performance with isolating spacebar glass "33.1" two plates 33.1-15-33.1 4-20-4
(According B prospect) surface S £2,7m? Ru(C;Cy) = 35(-1;-2) -~ 33(-1;-2) dB

2,7m?< S <3,6m* Ru(C;Cy) = 34(-1;-2)  32(-1;-2) dB
3,6m?<S<4,6m? Rw(C;Cy) = 33(-1;-2)  31(-1;-2) dB
Movement strength window and door ' Class 1
Structural strength of safety device comply/accordant
Validity Through expiry of EN 1435-1: 2006 + A1 2010.
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CERTIFICATION OF TEST N° 104/04-A 130-22

coefficient of thermal transmittance for windows U,, calculated according DIN EN 1SO 10077-1:2000-11
Wearmetechinisches Verhalten von Fenster, Tlren und Abschliissen — Berechnung des Wéarmedurchg-
Anggskoeffizienten — Teil 1: Allgemeines” [UNI EN ISO 10077-1 “Termichal presentation of windows,
Doors and shutters closures- Calculation of thermal transmittance — Part 1: Generality”]

Submitter Mixlegno Group Srl
Via A.Diaz,5
IT-31048 San Biagio di Callalta

Types windows and doors one sash, two or three, made in massive wood or laminated with
; - wood thickness 68 mm with isolating space bar glass.

Product denomination SQUARE W68

Width to view Upon and lateral side 118 mm, central 164 mm

Profiles Below on window 139 mm and below on doors door 204 mm

Dimensions External casement size (W*H) Windows Doors
One Sash 1230*1700mm 1230*2190mm
Thow Sashes 1400*1700mm 1400*2190mm
Three Sashes 2100*1700mm 2100*2190mm

Massive wood coefficient of thermal transmittance according EN 1SO 10077-1, sketch D.2:
Soft wood — medium of casement: Ur= 1.8 WI(m?K)
Hard wood — medium of casement: Us= 2.1 W(mM?K)

Glass isolating spacebar glass, Values U, according table C.2

Separator Aluminium separator with value according Tab. E.1: ¥ = 0,08 W/(mK)
Test Report TEST REPORT N° 10/04-A130-B1 del 14/10/2010

Result coefficient of thermal transmittance U,, for windows and doors W/(m?K)

Insulating one sash two orthree sash |

Sp.bar glass | soft wood hard wood soft wood hard wood
Us=19 2.0 2.1 2.1 2.2
Ug=14 1.7 1.8 1.8 1.9
Ug=1,1 1.5 1.6 1.6 1.7

Validity Through ___expiry of EN 1435-1; 2006 + A1 2010
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